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THE BEARINGS SHOWN HEREON ARE BASED ON THE BEARING BETWEEN O.C.S. HORIZONTAL CONTROL STATION GPS NO. 5019R1 AND STATION GPS NO. 5022R1, BEING NORTH 3°13'06" WESTPER RECORDS ON FILE IN THE OFFICE OF THE ORANGE COUNTY SURVEYOR
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414 MAIN STREET - LOTS 30, 31, AND 32 IN BLOCK 403 OF HUNTINGTON BEACH MAIN STREET SECTION FILED IN BOOK 3 PAGE 43 OF M.M. RECORDS OF ORANGE COUNTY. ASSESSOR'S PARCEL NUMBER: 024-134-005  424 MAIN STREET - LOTS 33, 34, AND 35 IN BLOCK 403 OF HUNTINGTON BEACH MAIN STREET SECTION FILED IN BOOK 3 PAGE 43 OF M.M. RECORDS OF ORANGE COUNTY. ASSESSOR'S PARCEL NUMBER: 024-134-004 ALSO KNOWN AS: LOT 1 OF TRACT MAP NO. 18068  
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1.   THE CONTRACTOR SHALL CHECK ALL DRAWINGS AND SPECIFICATIONS FURNISHED HIM IMMEDIATELY UPON THEIR  THE CONTRACTOR SHALL CHECK ALL DRAWINGS AND SPECIFICATIONS FURNISHED HIM IMMEDIATELY UPON THEIR  RECEIPT,  AND SHALL PROMPTLY NOTIFY THE OWNERS OF ANY DISCREPANCIES HEREIN.  SHOULD ANY ERRORS,  AND SHALL PROMPTLY NOTIFY THE OWNERS OF ANY DISCREPANCIES HEREIN.  SHOULD ANY ERRORS,  OMISSIONS, AMBIGUITIES OR DISCREPANCIES BE FOUND ON THE DRAWINGS OR IN THE SPECIFICATIONS TO WHICH THE CONTRACTOR FAILED TO CALL ATTENTION BEFORE SUBMITTING HIS BID, THEN THE OWNERS REPRESENTATIVE WILL INTERPRET THE INTENT OF THE DRAWINGS OR SPECIFICATIONS AND THE CONTRACTOR WILL PERFORM THE WORK IN ACCORDANCE WITH SUCH INTERPRETATION. 2. ALL CONTRACTORS AND SUBCONTRACTORS PERFORMING WORK  SHOWN ON OR RELATED TO THESE PLANS SHALL ALL CONTRACTORS AND SUBCONTRACTORS PERFORMING WORK  SHOWN ON OR RELATED TO THESE PLANS SHALL CONDUCT THEIR OPERATIONS SO THAT ALL EMPLOYEES ARE PROVIDED A SAFE  PLACE TO WORK AND THE PUBLIC IS PROTECTED.  ALL CONTRACTORS AND SUBCONTRACTORS SHALL COMPLY WITH THE  "OCCUPATIONAL SAFETY AND HEALTH REGULATIONS" OF THE U.S. DEPARTMENT OF LABOR, AND WITH THE STATE OF CALIFORNIA  DEPARTMENT OF INDUSTRIAL RELATIONS' "CONSTRUCTION SAFETY  ORDERS". 3. THE CIVIL ENGINEER SHALL NOT BE RESPONSIBLE IN ANY WAY  FOR THE CONTRACTORS' AND SUBCONTRACTORS' THE CIVIL ENGINEER SHALL NOT BE RESPONSIBLE IN ANY WAY  FOR THE CONTRACTORS' AND SUBCONTRACTORS' COMPLIANCE WITH  THE "OCCUPATIONAL SAFETY AND HEALTH REGULATIONS" OF THE  U.S. DEPARTMENT OF LABOR OR WITH THE STATE OF CALIFORNIA  DEPARTMENT OF INDUSTRIAL RELATIONS' "CONSTRUCTION SAFETY  ORDERS." 4. CONTRACTOR AGREES THAT HE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS  CONTRACTOR AGREES THAT HE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS  DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS; AND THAT THE CONTRACTOR SHALL DEFEND, INDEMNIFY AND HOLD THE OWNER AND THE ENGINEER HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER OR THE ENGINEER. 5. THE CONTRACTOR AND HIS SUBCONTRACTORS SHALL HAVE A VALID  CONTRACTORS LICENSE AND MAINTAIN  THE CONTRACTOR AND HIS SUBCONTRACTORS SHALL HAVE A VALID  CONTRACTORS LICENSE AND MAINTAIN  ADEQUATE WORKMAN'S COMPENSATION  AS REQUIRED BY THE STATE OF CALIFORNIA AND ALSO PUBLIC LIABILITY  INSURANCE NAMING THE OWNER AS ADDITIONAL INSURED. THE CONTRACTOR  SHALL SUPPLY THE OWNER WITH THESE INSURANCE CERTIFICATES. 6. THE EXISTENCE AND LOCATION OF ANY UNDERGROUND UTILITY PIPES OR STRUCTURES SHOWN ON THIS PLAN ARE THE EXISTENCE AND LOCATION OF ANY UNDERGROUND UTILITY PIPES OR STRUCTURES SHOWN ON THIS PLAN ARE OBTAINED BY A SEARCH OF THE AVAILABLE RECORDS.  TO THE BEST OF OUR KNOWLEDGE, THERE ARE NO EXISTING UTILITIES EXCEPT AS SHOWN ON THIS PLAN. THE CONTRACTOR IS REQUIRED TO TAKE DUE PRECAUTIONARY MEASURES TO PROTECT THE UTILITIES AND STRUCTURES SHOWN AND ANY OTHER LINES OR STRUCTURES NOT OF RECORD, OR NOT SHOWN ON THIS PLAN. 7. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL DIMENSIONS AND CONDITIONS AT THE JOB SITE, AND IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL DIMENSIONS AND CONDITIONS AT THE JOB SITE, AND CROSS-CHECK DETAILS AND DIMENSIONS SHOWN ON THE DRAWING.  THE ENGINEER SHALL BE NOTIFIED IMMEDIATELY OF ANY DISCREPANCIES FOUND. 8. IN ALL CASES WHERE CONFLICT MAY OCCUR BETWEEN GENERAL NOTES AND SPECIFIC DETAILS, THEN THE OWNERS IN ALL CASES WHERE CONFLICT MAY OCCUR BETWEEN GENERAL NOTES AND SPECIFIC DETAILS, THEN THE OWNERS REPRESENTATIVE SHALL BE NOTIFIED AND HE WILL INTERPRET THE INTENT OF THE CONTRACT DOCUMENTS. 9. IN NO CASE SHALL DIMENSIONS BE SCALED FROM PLANS, DETAILS OR SECTIONS ON DRAWINGS. IN NO CASE SHALL DIMENSIONS BE SCALED FROM PLANS, DETAILS OR SECTIONS ON DRAWINGS. 10. ALL CONSTRUCTION SHALL CONFORM TO THE CITY OF HUNTINGTON BEACH PUBLIC WORKS DEPT. STANDARDS AS ALL CONSTRUCTION SHALL CONFORM TO THE CITY OF HUNTINGTON BEACH PUBLIC WORKS DEPT. STANDARDS AS AMENDED TO DATE, UNLESS OTHERWISE NOTED. 11. TWO WORKING DAYS PRIOR TO THE START OF CONSTRUCTION, CONTRACTOR SHALL NOTIFY "UNDERGROUND SERVICE TWO WORKING DAYS PRIOR TO THE START OF CONSTRUCTION, CONTRACTOR SHALL NOTIFY "UNDERGROUND SERVICE ALERT" AT 811 12. CONTRACTOR SHALL PROTECT IN PLACE ALL EXISTING STRUCTURES EXCEPT THOSE THAT ARE SPECIFICALLY  CONTRACTOR SHALL PROTECT IN PLACE ALL EXISTING STRUCTURES EXCEPT THOSE THAT ARE SPECIFICALLY  IDENTIFIED TO BE REMOVED. 13. THE CONTRACTOR SHALL NOT POUR ANY CONCRETE UNTIL THE ELEVATION AND LOCATION OF ALL WORK IS VERIFIED THE CONTRACTOR SHALL NOT POUR ANY CONCRETE UNTIL THE ELEVATION AND LOCATION OF ALL WORK IS VERIFIED BY THE ENGINEER OF RECORD. 14. THE CONTRACTOR SHALL SCHEDULE A PRE-JOB MEETING WITH THE OWNER AND ENGINEER PRIOR TO STARTING WORK.THE CONTRACTOR SHALL SCHEDULE A PRE-JOB MEETING WITH THE OWNER AND ENGINEER PRIOR TO STARTING WORK.
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1.   ALL GRADING TO BE DONE IN ACCORDANCE WITH THE CITY OF HUNTINGTON BEACH  ALL GRADING TO BE DONE IN ACCORDANCE WITH THE CITY OF HUNTINGTON BEACH  REQUIREMENTS.  2.   CITY OF HUNTINGTON BEACH GRADING INSPECTOR SHALL BE NOTIFIED 48 HOURS PRIOR CITY OF HUNTINGTON BEACH GRADING INSPECTOR SHALL BE NOTIFIED 48 HOURS PRIOR TO ANY GRADING  AT (714) 536-5431. 3.   DUST TO BE CONTROLLED BY WATERING .  DUST TO BE CONTROLLED BY WATERING .  4.   REMOVE ALL VEGETATION AND DEBRIS PRIOR TO ANY GRADING. INSPECTION IS   REMOVE ALL VEGETATION AND DEBRIS PRIOR TO ANY GRADING. INSPECTION IS   REQUIRED.  5.   ALL WORK WITHIN PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE ENCROACHMENT  ALL WORK WITHIN PUBLIC RIGHT-OF-WAY REQUIRES A SEPARATE ENCROACHMENT  PERMIT.     6.   IMPORT SOIL SHALL BE GRANULAR MATERIAL WITH LOW EXPANSION POTENTIAL AND  IMPORT SOIL SHALL BE GRANULAR MATERIAL WITH LOW EXPANSION POTENTIAL AND  SHALL BE COMPACTED TO AT LEAST 90%.  7.   THE SUBGRADE OF THE DRIVEWAY AND PARKING AREAS SHALL BE SCARIFIED,   THE SUBGRADE OF THE DRIVEWAY AND PARKING AREAS SHALL BE SCARIFIED,   BROUGHT TO OPTIMUM MOISTURE CONTENT, AND COMPACTED TO AT LEAST 90%. CALL FOR CITY INSPECTION PRIOR TO THE PLACING OF CLASS 2 AGGREGATE BASE AND THE CASTING OF CONCRETE GUTTERS.  8.   A SOIL COMPACTION REPORT SHALL CERTIFY  COMPACTION WITHIN BUILDING AND  A SOIL COMPACTION REPORT SHALL CERTIFY  COMPACTION WITHIN BUILDING AND  PAVING AREAS.  9.   THE ENGINEER OR A LICENSED LAND SURVEYOR  SHALL CERTIFY LINE AND GRADE OF THE ENGINEER OR A LICENSED LAND SURVEYOR  SHALL CERTIFY LINE AND GRADE OF FINISH FLOOR FORMS.   10.  THE SOILS ENGINEER SHALL CERTIFY THAT ALL GRADING HAS BEEN COMPLETED PER THE SOILS ENGINEER SHALL CERTIFY THAT ALL GRADING HAS BEEN COMPLETED PER SOILS REPORT PRIOR TO FINAL RELEASE.  11.  THE ENGINEER OF RECORD SHALL CERTIFY THAT GRADES FOR ALL HARDSCAPE AND THE ENGINEER OF RECORD SHALL CERTIFY THAT GRADES FOR ALL HARDSCAPE AND DRAINAGE DEVICES HAVE BEEN CONSTRUCTED PER APPROVED GRADING PLAN, PRIOR TO FINAL RELEASE.  12.  ALL GRADING SHALL BE DONE IN ACCORDANCE WITH APPROVED SOILS REPORT NOTED ALL GRADING SHALL BE DONE IN ACCORDANCE WITH APPROVED SOILS REPORT NOTED HEREIN.  13.  STANDARD PLAN 100, SHEETS 1, 2, 3 & 4 ARE INCORPORATED BY REFERENCE.  STANDARD PLAN 100, SHEETS 1, 2, 3 & 4 ARE INCORPORATED BY REFERENCE.  14.  THE SOILS ENGINEER OR CIVIL ENGINEER SHALL NOT BE SUBSTITUTED WITHOUT PRIOR THE SOILS ENGINEER OR CIVIL ENGINEER SHALL NOT BE SUBSTITUTED WITHOUT PRIOR WRITTEN APPROVAL FROM THE DIRECTOR OF PUBLIC WORKS.  15.  A TRAFFIC CONTROL PLAN FOR CONSTRUCTION ACTIVITIES ON THE CITY AND   A TRAFFIC CONTROL PLAN FOR CONSTRUCTION ACTIVITIES ON THE CITY AND   SIDEWALKS MUST BE PREPARED AND SUBMITTED TO THE CITY OF HUNTINGTON BEACH FOR REVIEW AND APPROVAL. THIS TRAFFIC CONTROL PLAN MUST CONFORM TO THE  CALIFORNIA MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) AND THE WORK AREA TRAFFIC CONTROL HANDBOOK (WATCH), LATEST EDITIONS. THIS TRAFFIC CONTROL PLAN MUST BE APPROVED BY THE CITY OF HUNTINGTON BEACH PRIOR TO THE  ISSUANCE OF AN ENCROACHMENT PERMIT. 16.  STANDARD PLAN 600 GENERAL NOTES ARE INCORPORATED BY REFERENCE.  STANDARD PLAN 600 GENERAL NOTES ARE INCORPORATED BY REFERENCE.  17.  ANY DAMAGE TO THE STREET LIGHT SYSTEM SHALL BE REPAIRED AND CONDUIT AND ANY DAMAGE TO THE STREET LIGHT SYSTEM SHALL BE REPAIRED AND CONDUIT AND CONDUCTORS SHALL BE REPLACED POLE-TO-POLE PER CURRENT HUNTINGTON BEACH STANDARD PLANS AND STANDARD SPECIAL PROVISIONS FOR THE CONSTRUCTION OF TRAFFIC SIGNALS AND LIGHTING SYSTEMS IN THE CITY OF HUNTINGTON BEACH 2005 ED.  18.  REFER TO LANDSCAPE ARCHITECT PLANS FOR ADDITIONAL INFORMATION AND SLEEVING REFER TO LANDSCAPE ARCHITECT PLANS FOR ADDITIONAL INFORMATION AND SLEEVING THAT MAY BE REQUIRED
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1.  ALL SOILS SHALL CONFORM TO THE CITY OF HUNTINGTON BEACH SOIL CLEANUP STANDARD, CITY ALL SOILS SHALL CONFORM TO THE CITY OF HUNTINGTON BEACH SOIL CLEANUP STANDARD, CITY SPECIFICATION 431-92.  2.  ALL ABANDONED OIL WELLS MUST MEET THE CRITERIA SPECIFIED WITHIN THE CITY SPECIFICATION 422, ALL ABANDONED OIL WELLS MUST MEET THE CRITERIA SPECIFIED WITHIN THE CITY SPECIFICATION 422, OIL WELL ABANDONMENT PERMIT PROCESS, AND ALL REQUIREMENTS OF THE DEPARTMENT OF OIL, GAS, AND  GEOTHERMAL RESOURCES, (714) 816-6847.  3.  ALL DEBRIS/CONTAMINATED SOIL SHALL BE REMOVED AND PROPERLY DISPOSED OF PER CITY,  ALL DEBRIS/CONTAMINATED SOIL SHALL BE REMOVED AND PROPERLY DISPOSED OF PER CITY,  COUNTY AND STATE REQUIREMENTS.  4.  SOIL STOCKPILING, REMEDIATION, MIXING FOR RE-USE, AND/OR DEBRIS REMOVAL REQUIRES THE SOIL STOCKPILING, REMEDIATION, MIXING FOR RE-USE, AND/OR DEBRIS REMOVAL REQUIRES THE FOLLOWING NOTIFICATIONS:  a.  HUNTINGTON BEACH PUBLIC WORKS DEPT. (714) 536-5431.  HUNTINGTON BEACH PUBLIC WORKS DEPT. (714) 536-5431.  b  HUNTINGTON BEACH FIRE DEPT. (714) 536-5411.  HUNTINGTON BEACH FIRE DEPT. (714) 536-5411.  c.  CALIF. REGIONAL WATER QUALITY CONTROL BOARD (909) 320-2024.  CALIF. REGIONAL WATER QUALITY CONTROL BOARD (909) 320-2024.  d  ORANGE COUNTY HEALTH CARE AGENCY (714) 667-3623.  ORANGE COUNTY HEALTH CARE AGENCY (714) 667-3623.  5.  A REGISTERED, STATE LICENSED ENVIRONMENTAL AUDITING FIRM SHALL AT ALL TIMES BE PRESENT A REGISTERED, STATE LICENSED ENVIRONMENTAL AUDITING FIRM SHALL AT ALL TIMES BE PRESENT WITH THE APPROPRIATE NUMBER OF SITE AUDITORS.  6.  ANY ADDITIONAL DISCOVERY OF OILFIELD WASTE, HAZARDOUS MATERIALS, OR OTHERWISE SHALL BE ANY ADDITIONAL DISCOVERY OF OILFIELD WASTE, HAZARDOUS MATERIALS, OR OTHERWISE SHALL BE DISCLOSED IMMEDIATELY TO THE HUNTINGTON BEACH FIRE DEPT. ALL GRADING OPERATIONS SHALL CEASE UNTIL A NEW REMEDIATION WORK PLAN IS APPROVED.  7.  ALL STRUCTURES SO AFFECTED UNDER THE REQUIREMENTS OF THE CITY OF HUNTINGTON BEACH SOIL ALL STRUCTURES SO AFFECTED UNDER THE REQUIREMENTS OF THE CITY OF HUNTINGTON BEACH SOIL CLEANUP STANDARD, CITY SPECIFICATION  431-92 AND METHANE DISTRICT PERMIT REQUIREMENTS, CITY SPECIFICATION 429, SHALL HAVE SAFETY MEASURES SUCH AS METHANE BARRIERS, FUGITIVE  COMBUSTIBLE GAS COLLECTION SYSTEMS, WELL VENT COLLECTION SYSTEMS, AND CLASSIFIED  ELECTRICAL INSTALLATION, SOME OR ALL IN THE SUB-SLAB AREA.  8.  THE GRADING PLAN MUST STATE THE SPECIFIC SAFETY MEASURES REQUIRED.  THE FIRE DEPT.  THE GRADING PLAN MUST STATE THE SPECIFIC SAFETY MEASURES REQUIRED.  THE FIRE DEPT.  PREVENTION BUREAU SECTION MAY BE CONTACTED AT (714) 536-5411.  9.  ANY AND ALL ASSOCIATED UNDERGROUND FIRE SERVICE SUPPLY WORK SHALL  REQUIRE SEPARATE FIRE ANY AND ALL ASSOCIATED UNDERGROUND FIRE SERVICE SUPPLY WORK SHALL  REQUIRE SEPARATE FIRE DEPARTMENT PLAN REVIEW & PERMITTING. INSTALLATION CAN BE BY A C16, C34, C36 OR AN "A" LICENSED CONTRACTOR MEETING THE  NFPA 13, NFPA 24 AND THE HUNTINGTON BEACH MUNICIPAL FIRE CODE.
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1.  THE CONFIGURATION OF THE HARDSCAPE SHOWN ON THIS PLAN MAY CHANGE BASED UPON THE THE CONFIGURATION OF THE HARDSCAPE SHOWN ON THIS PLAN MAY CHANGE BASED UPON THE LANDSCAPE ARCHITECT'S PLAN. DO NOT POUR PATIO OR SIDEWALK OR GARDEN WALL FOOTINGS WITHOUT COORDINATION WITH THE LANDSCAPE PLANS FOR LOCATIONS, ELEVATIONS AND SLEEVING AND FINAL APPROVAL OF WATER METER AND BACKFLOW DEVICE LOCATIONS. 2.  AS-BUILT PLANS WILL BE REQUIRED FOR THESE ENGINEERING PLANS. AS-BUILT PLANS WILL BE REQUIRED FOR THESE ENGINEERING PLANS. 3.  REMOVED TREE TO BE REPLACED WITH 3 PALMS PER SEPARATE LANDSCAPE PLANS.REMOVED TREE TO BE REPLACED WITH 3 PALMS PER SEPARATE LANDSCAPE PLANS.
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SHEET 1   TITLE SHEET AND NOTES TITLE SHEET AND NOTES SHEET 2   SOIL RECOMMENDATIONS  SOIL RECOMMENDATIONS  SHEET 3   EXISTING TOPOGRAPHY EXISTING TOPOGRAPHY SHEET 4   PRECISE GRADING PLAN PRECISE GRADING PLAN BASEMENT LEVEL SHEET 5   PRECISE GRADING PLAN PRECISE GRADING PLAN GROUND LEVEL SHEET 6   DETAILS AND SECTIONS DETAILS AND SECTIONS SHEET 7   DETAILS AND SECTIONS DETAILS AND SECTIONS SHEET 8   EROSION CONTROL PLAN EROSION CONTROL PLAN SHEET 9   EROSION CONTROL DETAILSEROSION CONTROL DETAILS
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1. SIGNS SHALL BE POSTED ALONG THE PROJECT FRONTAGE STATING, "FOR GRADING OR SIGNS SHALL BE POSTED ALONG THE PROJECT FRONTAGE STATING, "FOR GRADING OR DUST CONCERNS PLEASE CALL    GUY ALEXANDER   AT   (714) 210-8850  AND AQMD 1-(800)-CUT-SMOG.  AT   (714) 210-8850  AND AQMD 1-(800)-CUT-SMOG. (714) 210-8850  AND AQMD 1-(800)-CUT-SMOG.  AND AQMD 1-(800)-CUT-SMOG. 2. ALL EXCAVATION AND DUST CONTROL TO BE IN ACCORDANCE WITH THE CITY OF  ALL EXCAVATION AND DUST CONTROL TO BE IN ACCORDANCE WITH THE CITY OF  HUNTINGTON BEACH SPECIFICATIONS AND AQMD RULE 403
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1. SEDIMENT FROM AREAS DISTURBED BY CONSTRUCTION SHALL BE RETAINED ON SITE USEDIMENT FROM AREAS DISTURBED BY CONSTRUCTION SHALL BE RETAINED ON SITE USING INDUSTRY ACCEPTED BEST MANAGEMENT PRACTICES (BMPS).  THESE BMPS SHALL BE INSTALLED PRIOR TO ANY CONSTRUCTION ACTIVITY SUCH AS GRADING THAT MAY  CAUSE SOIL DISTURBANCE. THESE BMPS ARE TO BE MAINTAINED YEAR-ROUND OR UNTIL ALL LOOSE SEDIMENT HAS BEEN STABILIZED. 2. STOCKPILES OF SOIL SHALL BE PROPERLY CONTAINED TO MINIMIZE SEDIMENT TRANSPORT STOCKPILES OF SOIL SHALL BE PROPERLY CONTAINED TO MINIMIZE SEDIMENT TRANSPORT FROM THE SITE TO STREETS, DRAINAGE FACILITIES AND ADJACENT PROPERTIES VIA  RUNOFF, VEHICLE TRACKING, OR WIND.  STOCKPILED MATERIAL SHALL BE NO MORE THAN 8 FEET IN HEIGHT AND SHALL BE COMPLETELY COVERED WITH A SECURE IMPERMEABLE COVER AT THE END OF EACH WORK DAY.  ALL STOCKPILES SHALL BE LOCATED AWAY FROM ANY STORM DRAIN INLETS AND AWAY FROM ANY STORM WATER CONVEYANCE  STRUCTURES.  AT NO TIME SHALL ANY RAW MATERIAL BE STAGED OR STOCKPILED ON CITY STREETS, SIDEWALKS, AND/OR GUTTERS WITHOUT A VALID OBSTRUCTION PERMIT. 3. APPROPRIATE BMPS FOR CONSTRUCTION-RELATED MATERIALS, WASTES, SPILLS OR  APPROPRIATE BMPS FOR CONSTRUCTION-RELATED MATERIALS, WASTES, SPILLS OR  RESIDUES SHALL BE IMPLEMENTED TO MINIMIZE TRANSPORT FROM THE SITE TO STREETS, DRAINAGE FACILITIES, AND ADJOINING PROPERTY BY WIND OR RUNOFF. 4. RUNOFF FROM EQUIPMENT AND VEHICLE WASHING SHALL BE CONTAINED ON THE  RUNOFF FROM EQUIPMENT AND VEHICLE WASHING SHALL BE CONTAINED ON THE  CONSTRUCTION SITE AND SHALL NOT BE DISCHARGED TO RECEIVING WATERS OR TO THE STORM DRAIN SYSTEM. 5. CONCRETE WASH OUT WATER SHALL BE CONTAINED IN A WATER-TIGHT DEVICE TO  CONCRETE WASH OUT WATER SHALL BE CONTAINED IN A WATER-TIGHT DEVICE TO  PREVENT CEMENT DEPOSITION ONTO THE GROUND AND RUNOFF INTO STREETS, DRAINAGE FACILITIES, AND RECEIVING WATERS. 6. ALL CONSTRUCTION CONTRACTOR AND SUBCONTRACTOR PERSONNEL ARE TO BE MADE ALL CONSTRUCTION CONTRACTOR AND SUBCONTRACTOR PERSONNEL ARE TO BE MADE AWARE OF THE REQUIRED BMPS AND GOOD HOUSEKEEPING MEASURES FOR THE  PROJECT SITE AND ANY ASSOCIATED CONSTRUCTION STAGING AREAS. 7. AT THE END OF EACH WORK DAY, ALL CONSTRUCTION DEBRIS AND WASTE MATERIALS AT THE END OF EACH WORK DAY, ALL CONSTRUCTION DEBRIS AND WASTE MATERIALS SHALL BE COLLECTED AND PROPERLY DISPOSED IN COVERED TRASH OR RECYCLE BINS. 8. CONSTRUCTION SITES SHALL BE MAINTAINED IN SUCH A CONDITION THAT STORMWATER CONSTRUCTION SITES SHALL BE MAINTAINED IN SUCH A CONDITION THAT STORMWATER DOES NOT CARRY WASTES OR POLLUTANTS OFF THE SITE.  DISCHARGES OF MATERIALS OTHER THAN STORMWATER (NON-STORMWATER DISCHARGES) ARE PROHIBITED EXCEPT AS AUTHORIZED BY AN INDIVIDUAL NPDES PERMIT OR THE STATEWIDE GENERAL   CONSTRUCTION STORMWATER PERMIT. 9. ALL UNPAVED CONSTRUCTION ENTRANCES AND EXITS SHALL BE PROTECTED USING AN ALL UNPAVED CONSTRUCTION ENTRANCES AND EXITS SHALL BE PROTECTED USING AN EFFECTIVE COMBINATION OF TRACKING CONTROL BMPS TO MINIMIZE AND/OR ELIMINATE OFF-SITE TRACKING OF SEDIMENT.  THESE BMPS SHALL BE MAINTAINED AND INSPECTED DAILY. 10. ALL TEMPORARY PORTABLE RESTROOMS MUST HAVE A CATCHMENT PAN AND MUST BE ALL TEMPORARY PORTABLE RESTROOMS MUST HAVE A CATCHMENT PAN AND MUST BE LOCATED AT LEAST 50 FEET AWAY FROM ANY STORM DRAIN INLETS.  11. POLLUTANTS ARE ANY SUBSTANCES INTRODUCED INTO THE ENVIRONMENT THAT   POLLUTANTS ARE ANY SUBSTANCES INTRODUCED INTO THE ENVIRONMENT THAT   ADVERSELY AFFECTS THE USEFULNESS OF A RESOURCE.  POTENTIAL POLLUTANTS  INCLUDE, BUT ARE NOT LIMITED TO: SEDIMENT; SOLID OR LIQUID CHEMICALS SUCH AS:  PAINTS, STAINS, SEALANTS, SOLVENTS, DETERGENTS, GLUES, LIME, PESTICIDE, HERBICIDE, FERTILIZERS, WOOD PRESERVATIVES AND ASBESTOS FIBERS, PAINT FLAKES OR STUCCO FRAGMENTS; FUELS, OILS, LUBRICANTS, AND HYDRAULIC, RADIATOR OR BATTERY FLUIDS; CONCRETE, AND RELATED CUTTING OR CURING RESIDUES; FLOATABLE WASTES; WASTES FROM ENGINE / EQUIPMENT STEAM CLEANING OR CHEMICAL DEGREASING; WASTES FROM STREET CLEANING; AND SUPER-CHLORINATED POTABLE WATER FROM LINE FLUSHINGS AND TESTING.  12. DURING CONSTRUCTION, DISPOSAL OF SUCH MATERIALS SHOULD OCCUR IN A SPECIFIED DURING CONSTRUCTION, DISPOSAL OF SUCH MATERIALS SHOULD OCCUR IN A SPECIFIED AND CONTROLLED MANNER.  A DESIGNATED TEMPORARY AREA ON-SITE SHALL BE  PHYSICALLY SEPARATED FROM POTENTIAL STORMWATER RUNOFF, WITH ULTIMATE DISPOSAL IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REQUIREMENTS.  13. DISCHARGING CONTAMINATED GROUNDWATER, PRODUCED BY DEWATERING GROUNDWATER DISCHARGING CONTAMINATED GROUNDWATER, PRODUCED BY DEWATERING GROUNDWATER THAT HAS INFILTRATED INTO THE CONSTRUCTION SITE IS PROHIBITED.  DISCHARGING OF CONTAMINATED SOILS VIA SURFACE EROSION IS ALSO PROHIBITED.  DISCHARGING  NON-CONTAMINATED GROUNDWATER PRODUCED BY DEWATERING ACTIVITIES REQUIRES A NATIONAL POLLUTANTS  14. DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT FROM THE RESPECTIVE STATE REGIONAL DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT FROM THE RESPECTIVE STATE REGIONAL WATER QUALITY CONTROL BOARD. DISCHARGES OF STORM WATER FROM CONSTRUCTION SITES SHALL NOT BE LADEN WITH SEDIMENT.  ALL STORM WATER DISCHARGES MUST BE RELATIVELY FREE OF SEDIMENT. 15. ALL CONTRACTORS AND CONSTRUCTION PERSONNEL SHALL MEET THE REGULATORY  ALL CONTRACTORS AND CONSTRUCTION PERSONNEL SHALL MEET THE REGULATORY  CONSTRUCTION REQUIREMENTS ON THE PROJECT SITE IN COMPLIANCE WITH THE CITY’S S MUNICIPAL CODE 14.25, STORMWATER AND URBAN RUNOFF MANAGEMENT AND MUNICIPAL CODE 17.05, GRADING AND EXCAVATION CODE.  
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1.  REFER TO APPROVED ARCHITECTURAL PLANS FOR ALL SITE ACCESSIBILITY REFER TO APPROVED ARCHITECTURAL PLANS FOR ALL SITE ACCESSIBILITY 2.  THE CONFIGURATION OF THE HARDSCAPE SHOWN ON THIS PLAN MAY CHANGE BASED UPON THE THE CONFIGURATION OF THE HARDSCAPE SHOWN ON THIS PLAN MAY CHANGE BASED UPON THE LANDSCAPE ARCHITECT'S PLAN. DO NOT POUR PATIO OR SIDEWALK OR GARDEN WALL FOOTINGS WITHOUT COORDINATION WITH THE LANDSCAPE PLANS FOR LOCATIONS, ELEVATIONS AND SLEEVING AND FINAL APPROVAL OF WATER METER AND BACKFLOW DEVICE LOCATIONS. 3.  AS-BUILT PLANS WILL BE REQUIRED FOR THESE ENGINEERING PLANS.AS-BUILT PLANS WILL BE REQUIRED FOR THESE ENGINEERING PLANS.

AutoCAD SHX Text
1.   ALL WORK SHALL BE CONSTRUCTED IN ACCORDANCE TO THE LATEST CITY OF HUNTINGTON BEACH  ALL WORK SHALL BE CONSTRUCTED IN ACCORDANCE TO THE LATEST CITY OF HUNTINGTON BEACH  WATER DIVISION STANDARDS. 2.  THE CITY OF HUNTINGTON BEACH PUBLIC WORKS WATER INSPECTOR MUST BE NOTIFIED 48 HOURS  THE CITY OF HUNTINGTON BEACH PUBLIC WORKS WATER INSPECTOR MUST BE NOTIFIED 48 HOURS  BEFORE START OF WORK AT (714) 536-5431. 3.  DEVELOPER IS RESPONSIBLE TO COORDINATE WITH CITY OF HUNTINGTON BEACH DEPARTMENT OF  DEVELOPER IS RESPONSIBLE TO COORDINATE WITH CITY OF HUNTINGTON BEACH DEPARTMENT OF  BUILDING AND SAFETY FOR THE SIZE OF WATER METER(S) AND/OR SERVICE LATERAL(S) REQUIRED.  METER AND SERVICE LATERAL(S) SIZES SHOWN ON THIS PLAN WILL REQUIRE CITY BUILDING AND/OR  FIRE DEPARTMENT APPROVAL. DEVELOPER IS RESPONSIBLE FOR COST OF REPLACING UNDERSIZED  LATERALS & METERS DUE TO INCORRECT FIXTURE UNIT COUNTS, GALLON PER MINUTE CALCULATIONS, OR LACK OF COORDINATION WITH CITY OF HUNTINGTON BEACH DEPARTMENT OF BUILDING AND SAFETY. 4.  ALL UNDERGROUND PIPING BETWEEN THE METER AND BACKFLOW PROTECTION DEVICES SHALL BE  ALL UNDERGROUND PIPING BETWEEN THE METER AND BACKFLOW PROTECTION DEVICES SHALL BE  SLEEVED AND BACKFILLED WITH 2-SACK SLURRY TO 12-INCHES BELOW FINISHED GRADE. 5.  SCREENING OF BACKFLOW PROTECTIN DEVICE SHALL BE APPROVED BY THE CITY PUBLIC WORKS  SCREENING OF BACKFLOW PROTECTIN DEVICE SHALL BE APPROVED BY THE CITY PUBLIC WORKS  DEPARTMENT AND PLANNING DEPARTMENT. 6.  CONTRACTOR SHALL NOT TAP EXISTING MAINS WITHOUT A CERTIFIED WATER INSPECTOR PRESENT.  CONTRACTOR SHALL NOT TAP EXISTING MAINS WITHOUT A CERTIFIED WATER INSPECTOR PRESENT.  PRESSURE TEST TAPPING SLEEVE IN CERTIFIED WATER INSPECTOR'S PRESENCE BEFORE TAPPING  EXISTING MAIN. 7.  CITY OF HUNTINGTON BEACH WORK PRIOR TO ACCEPTANCE WILL BE LIMITED TO PLAN REVIEW AND  CITY OF HUNTINGTON BEACH WORK PRIOR TO ACCEPTANCE WILL BE LIMITED TO PLAN REVIEW AND  CONSTRUCTION INSPECTION. ANY ADDITIONAL WORK BY THE CITY FORCES DEEMED NECESSARY BY  CERTIFIED WATER INSPECTORS TO ENSURE COMPLIANCE WITH CITY STANDARDS WILL BE BACKCHARGED TO THE DEVELOPER OR CONTRACTOR. FINAL ACCEPTANCE WILL NOT OCCUR UNTIL REIMBURSEMENT IS RECEIVED. NOTE: ANY WATER SERVICE WITH A FIXTURE EXCEEDING 20 FEET ABOVE THE TOP LOWEST CURB ELEVATION SHALL HAVE BACKFLOW PROTECTION PER CITY OF H.B. STD. PLAN 609A.   COMMERCIAL AND INDUSTRIAL REQUIRE PROTECTION ALL THE TIME.

AutoCAD SHX Text
THE ENGINEER OF RECORD OR LICENSED SURVEYOR SHALL SURVEY & STAKE THE  LOCATION OF THE PROPOSED WATER SERVICE & METER & INCLUDE THE FINISH ELEVATION FOR THE PLACEMENT OF THE NEW WATER METER. PER WATER DIVISION STANDARDS, THE METER SHALL BE LOCATED 7 INCHES BELOW THE FINISH SURFACE  MEASURED FROM THE TOP OF FINISH SURFACE TO THE CENTERLINE/FLOW LINE OF  THE METER. PRIOR TO THE CONTRACTOR CONSTRUCTING THE ASPHALT PAVEMENT IN  THE ALLEY, THE OWNER/DEVELOPER SHALL PROVIDE AN APPROVED WRITTEN CERTIFICATION TO THE PUBLIC WORKS INSPECTOR & WATER INSPECTOR CERTIFYING THAT THE ELEVATION OF THE NEW WATER METER COMPLIES WITH THE SURVEY DATA.
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JZMK PARTNERS 3080 BRISTOL STREET, #650 COSTA MESA, CA 92626 CONTACT: JIM MITTENDORF JIM MITTENDORF PHONE:  (714) 426-6900 (714) 426-6900 EMAIL:  jmittendorf@jzmkpartners.comjmittendorf@jzmkpartners.com
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BUILDING PERMIT# C2020-004338
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EROSION CONTROL NOTES:

AutoCAD SHX Text
1.  EROSION CONTROL IS REQUIRED FOR GRADING OPERATIONS DURING "DRY SEASON"   EROSION CONTROL IS REQUIRED FOR GRADING OPERATIONS DURING "DRY SEASON"   REQUIREMENTS (MAY 1 THROUGH SEPT. 30) AND FOR "WET SEASON" REQUIREMENTS  (OCTOBER 1 THROUGH APRIL 30). SANDBAGS OR OTHER APPROVED DEVICES SHALL BE  PLACED TO PREVENT GRADED AREAS FROM DEPOSITING SILT INTO PUBLIC STREETS AND  STORM DRAINS. IT SHALL BE THE RESPONSIBILITY OF THE DEVELOPER OR THE PERMITEE TO ASSURE THAT EROSION CONTROL IS PROPERLY PLACED AND MAINTAINED DURING   CONSTRUCTION ON THE SITE  IN CASE OF EMERGENCY CALL: TBD              RESPONSIBLE PERSON                  PHONE NUMBER 2.  AN ENCROACHMENT PERMIT IS REQUIRED FOR ALL WORK WITHIN THE CITY'S    AN ENCROACHMENT PERMIT IS REQUIRED FOR ALL WORK WITHIN THE CITY'S    RIGHT-OF-WAY. (MC 12.38.010/MC 14.36.030) 3.  THE DEVELOPER SHALL COORDINATE THE DEVELOPMENT OF A TRUCK HAUL ROUTE WITH  THE DEVELOPER SHALL COORDINATE THE DEVELOPMENT OF A TRUCK HAUL ROUTE WITH  THE DEPARTMENT OF PUBLIC WORKS IF THE IMPORT OR EXPORT OF MATERIAL IN EXCESS  OF 5000 CUBIC YARDS IS REQUIRED. THIS PLAN SHALL INCLUDE THE APPROXIMATE   NUMBER OF TRUCK TRIPS AND THE PROPOSED TRUCK HAUL ROUTES. IT SHALL SPECIFY  THE HOURS IN WHICH TRANSPORT ACTIVITIES CAN OCCUR AND METHODS TO MITIGATE  CONSTRUCTION-RELATED IMPACTS TO ADJACENT RESIDENTS. THESE PLANS MUST BE  SUBMITTED FOR APPROVAL TO THE DEPARTMENT OF PUBLIC WORKS. (MC 17.05.210) 4.  WATER TRUCKS WILL BE UTILIZED ON THE SITE AND SHALL BE AVAILABLE TO BE USED  WATER TRUCKS WILL BE UTILIZED ON THE SITE AND SHALL BE AVAILABLE TO BE USED  THROUGHOUT THE DAY DURING SITE GRADING TO KEEP THE SOIL DAMP ENOUGH TO   PREVENT DUST BEING RAISED BY THE OPERATIONS. (CALIFORNIA STORMWATER BMP   HANDBOOK, CONSTRUCTION WIND EROSION WE-1)  5.  ALL HAUL TRUCKS SHALL ARRIVE AT THE SITE NO EARLIER THAN 8:00 A.M. OR LEAVE THE ALL HAUL TRUCKS SHALL ARRIVE AT THE SITE NO EARLIER THAN 8:00 A.M. OR LEAVE THE SITE NO LATER THAN 5:00 P.M., AND SHALL BE LIMITED TO MONDAY THROUGH FRIDAY  ONLY. (MC 17.05)  6.  WET DOWN THE AREAS THAT ARE TO BE GRADED OR THAT IS BEING GRADED, IN THE LATE WET DOWN THE AREAS THAT ARE TO BE GRADED OR THAT IS BEING GRADED, IN THE LATE MORNING AND AFTER WORK IS COMPLETED FOR THE DAY. (WE-1/MC 17.05)  7.  THE CONSTRUCTION DISTURBANCE AREA SHALL BE KEPT AS SMALL AS POSSIBLE.   THE CONSTRUCTION DISTURBANCE AREA SHALL BE KEPT AS SMALL AS POSSIBLE.   (CALIFORNIA STORMWATER BMP HANDBOOK, CONSTRUCTION EROSION CONTROL EC-1)  (DAMP) 8.  ALL HAUL TRUCKS SHALL BE COVERED OR HAVE WATER APPLIED TO THE EXPOSED   ALL HAUL TRUCKS SHALL BE COVERED OR HAVE WATER APPLIED TO THE EXPOSED   SURFACE PRIOR TO LEAVING THE SITE TO PREVENT DUST FROM IMPACTING THE   SURROUNDING AREAS. (DAMP)  9.  PRIOR TO LEAVING THE SITE, ALL HAUL TRUCKS SHALL BE WASHED OFF ON-SITE ON A  PRIOR TO LEAVING THE SITE, ALL HAUL TRUCKS SHALL BE WASHED OFF ON-SITE ON A  GRAVEL SURFACE TO PREVENT DIRT AND DUST FROM LEAVING THE SITE AND IMPACTING  PUBLIC STREETS. (DAMP) 10.  COMPLY WITH APPROPRIATE SECTIONS OF AQMD RULE 403, PARTICULARLY TO MINIMIZE  COMPLY WITH APPROPRIATE SECTIONS OF AQMD RULE 403, PARTICULARLY TO MINIMIZE  FUGITIVE DUST AND NOISE TO SURROUNDING AREAS. (AQMD RULE 403)  11. WIND BARRIERS SHALL BE INSTALLED ALONG THE PERIMETER OF THE SITE. (DAMP) WIND BARRIERS SHALL BE INSTALLED ALONG THE PERIMETER OF THE SITE. (DAMP) 12.  ALL CONSTRUCTION MATERIALS, WASTES, GRADING OR DEMOLITION DEBRIS AND STOCKPILES ALL CONSTRUCTION MATERIALS, WASTES, GRADING OR DEMOLITION DEBRIS AND STOCKPILES OF SOILS, AGGREGATES, SOIL AMENDMENTS, ETC. SHALL BE PROPERLY COVERED, STORED  AND SECURED TO PREVENT TRANSPORT INTO SURFACE OR GROUND WATERS BY WIND,  RAIN, TRACKING, TIDAL EROSION OR DISPERSION. (DAMP)
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C3 DLG 414 MAIN STREET, LLC 1024 BAYSIDE DRIVE, SUITE 365 NEWPORT BEACH, CA 92660 CONTACT: RHONDA NEELY  RHONDA NEELY  PHONE:  (949) 445-1787 (949) 445-1787 EMAIL: rneely@c3devllc.comrneely@c3devllc.com
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1.  CABLE TV FACILITIES: TO BE PLACED BY DEVELOPER CABLE TV FACILITIES: TO BE PLACED BY DEVELOPER 2. ROUTING OF UNDERGROUND CONDUIT SYSTEM TO BE DETERMINED BY TIME  ROUTING OF UNDERGROUND CONDUIT SYSTEM TO BE DETERMINED BY TIME  WARNER COMMUNICATIONS UPON RECEIPT OF TWO COPIES EACH OF UTILITY  UNDERGROUND CONSTRUCTION PRINTS (EDISON AND VERIZON) AND EXECUTED  AGREEMENT. 3. DESIRED ROUTING TO BE HIGHLIGHTED ON SUPPLIED UTILITY PRINT AND ONE  DESIRED ROUTING TO BE HIGHLIGHTED ON SUPPLIED UTILITY PRINT AND ONE  COPY TO BE RETURNED TO DEVELOPER. 4. PRE-WIRING OF FACILITIES TO BE DONE IN ACCORDANCE WITH TIME WARNER  PRE-WIRING OF FACILITIES TO BE DONE IN ACCORDANCE WITH TIME WARNER  COMMUNICATIONS AGREEMENT AND SPECIFICATIONS WHICH WILL HAVE ONE HOME RUN TO EACH UNIT FROM "MULTI TAP" TO BE 250 FT.   CONTACT:  CONSTRUCTION DEPARTMENT DAVE DOLNEY, PROJECT SUPERINTENDENT         CONSTRUCTION DEPARTMENT DAVE DOLNEY, PROJECT SUPERINTENDENT         7142 CHAPMAN  AVE   (714) 903-8446          AVE   (714) 903-8446          (714) 903-8446          GARDEN GROVE,CA.92641  BILL JANKOWSKI, CONST. SUPERVISOR         BILL JANKOWSKI, CONST. SUPERVISOR         (BY APPOINTMENT ONLY)  (714) 903-8336  (714) 903-8336  MIKE PURSELL,  DIRECTOR  DIRECTOR  (714) 903-8309 5. THE DEVELOPER WILL PROVIDE THE LABOR WITH THE EXCEPTION OF PULLING  THE DEVELOPER WILL PROVIDE THE LABOR WITH THE EXCEPTION OF PULLING  DISTRIBUTION CABLE, SPLICING, AND ACTIVATION. 6. TIME WARNER COMMUNICATIONS RESERVES THE RIGHT TO REVOKE THE OFFER TO TIME WARNER COMMUNICATIONS RESERVES THE RIGHT TO REVOKE THE OFFER TO PROVIDE MATERIALS WITHOUT PRIOR NOTICE.
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* MITIGATION MEASURES TO BE PART OF THE GRADING CONTRACT. MM 4.2-1: DURING CONSTRUCTION, DEMOLITION AND REMODEL ACTIVITIES, THE FOLLOWING  DURING CONSTRUCTION, DEMOLITION AND REMODEL ACTIVITIES, THE FOLLOWING BEST AVAILABLE CONTROL MEASURE SHALL BE IMPLEMENTED WHERE FEASIBLE: - DUST CONTROL DUST CONTROL - APPLY SOIL STABILIZERS TO INACTIVE AREAS. APPLY SOIL STABILIZERS TO INACTIVE AREAS. - PREPARE A HIGH WIND DUST CONTROL PLAN AND IMPLEMENT PLAN E- PREPARE A HIGH WIND DUST CONTROL PLAN AND IMPLEMENT PLAN E- - ELEMENTS AND TERMINATE SOIL DISTURBANCE WHEN WINDS EXCEED 25 MPH. ELEMENTS AND TERMINATE SOIL DISTURBANCE WHEN WINDS EXCEED 25 MPH. - STABILIZE PREVIOUSLY DISTURBED AREAS IF SUBSEQUENT CONSTRUCTION IS STABILIZE PREVIOUSLY DISTURBED AREAS IF SUBSEQUENT CONSTRUCTION IS DELAYED. - WATER EXPOSED SURFACES AND HAUL ROADS 3 TIMES PER DAY. WATER EXPOSED SURFACES AND HAUL ROADS 3 TIMES PER DAY. - COVER ALL STOCK PILES WITH TARPS. COVER ALL STOCK PILES WITH TARPS. - REPLACE GROUND COVER IN DISTURBED AREAS AS SOON AS FEASIBLE. REPLACE GROUND COVER IN DISTURBED AREAS AS SOON AS FEASIBLE. - REDUCE SPEEDS ON UNPAVED ROADS TO LESS THAN 15 MPH. REDUCE SPEEDS ON UNPAVED ROADS TO LESS THAN 15 MPH. - EXHAUST EMISSIONS EXHAUST EMISSIONS - REQUIRE 90-DAY LOW-NORXR TUNE-UPS FOR OFF-ROAD EQUIPMENT. REQUIRE 90-DAY LOW-NORXR TUNE-UPS FOR OFF-ROAD EQUIPMENT. - LIMIT ALLOWABLE IDLING TO 5 MINUTES FOR TRUCKS AND HEAVY EQUIPMENT. LIMIT ALLOWABLE IDLING TO 5 MINUTES FOR TRUCKS AND HEAVY EQUIPMENT. - UTILIZE EQUIPMENT WHOSE ENGINES ARE EQUIPPED WITH DIESEL OXIDATION UTILIZE EQUIPMENT WHOSE ENGINES ARE EQUIPPED WITH DIESEL OXIDATION CATALYSTS IF AVAILABLE. - UTILIZE DIESEL PARTICULATE FILTER ON HEAVY EQUIPMENT WHERE FEASIBLE. UTILIZE DIESEL PARTICULATE FILTER ON HEAVY EQUIPMENT WHERE FEASIBLE. - UTILIZE LOW EMISSION MOBILE CONSTRUCTION EQUIPMENT. UTILIZE LOW EMISSION MOBILE CONSTRUCTION EQUIPMENT. - UTILIZE EXISTING POWER SOURCES WHEN AVAILABLE, MINIMIZING THE USE OF UTILIZE EXISTING POWER SOURCES WHEN AVAILABLE, MINIMIZING THE USE OF HIGHER POLLUTING GAS OR DIESEL GENERATORS. - CONFIGURE CONSTRUCTION PARKING TO MINIMIZE TRAFFIC INTERFERENCE. CONFIGURE CONSTRUCTION PARKING TO MINIMIZE TRAFFIC INTERFERENCE. - PLAN CONSTRUCTION TO MINIMIZE LANE CLOSURES ON EXISTING STREETS. PLAN CONSTRUCTION TO MINIMIZE LANE CLOSURES ON EXISTING STREETS. - A FULL LISTING OF CONSTRUCTION EMISSION CONTROLS IS INCLUDED IN THE A FULL LISTING OF CONSTRUCTION EMISSION CONTROLS IS INCLUDED IN THE AIR QUALITY ASSESSMENT FOR HUNTINGTON BEACH DOWNTOWN SPECIFIC  PLAN DATED APRIL 13, 2009 (APPENDIX B). - PAINTING AND COATINGS PAINTING AND COATINGS - USE LOW VOC COATINGS AND HIGH PRESSURE-LOW VOLUME SPRAYERS. USE LOW VOC COATINGS AND HIGH PRESSURE-LOW VOLUME SPRAYERS. 
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MM 4.3.-3: DURING CONSTRUCTION ACTIVITIES, IF HUMAN REMAINS ARE DISCOVERED, WORK  DURING CONSTRUCTION ACTIVITIES, IF HUMAN REMAINS ARE DISCOVERED, WORK SHALL BE HALTED AND THE CONTRACTOR SHALL CONTACT THE CITY’S DESIGNATED S DESIGNATED REPRESENTATIVE ON THE PROJECT AND THE ORANGE COUNTY CORONER UNTIL A DETERMINATION CAN BE MADE AS TO THE LIKELIHOOD OF ADDITIONAL HUMAN REMAINS IN THE AREA. IF THE REMAINS ARE THOUGHT TO BE NATIVE AMERICAN, THE CORONER SHALL NOTIFY THE NATIVE AMERICAN HERITAGE COMMISSION WHO WILL ENSURE THAT PROPER TREATMENT AND DISPOSITION OF THE REMAINS OCCURS.
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MM 4.4-1: FUTURE DEVELOPMENT IN THE DTSP AREA SHALL PREPARE A GRADING PLAN,  FUTURE DEVELOPMENT IN THE DTSP AREA SHALL PREPARE A GRADING PLAN, SUBJECT TO REVIEW AND APPROVAL BY THE CITY’S DEVELOPMENT SERVICES DEPARTMENTS, S DEVELOPMENT SERVICES DEPARTMENTS, TO CONTAIN THE RECOMMENDATIONS OF THE REQUIRED FINAL SOILS AND GEOTECHNICAL REPORT. THESE RECOMMENDATIONS SHALL BE IMPLEMENTED IN THE DESIGN OF THE PROJECT, INCLUDING BUT NOT LIMITED TO MEASURES ASSOCIATED WITH SITE PREPARATION, FILL PLACEMENT, TEMPORARY SHORING AND PERMANENT DEWATERING, GROUNDWATER SEISMIC DESIGN FEATURES, EXCAVATION STABILITY, FOUNDATIONS, SOILS STABILIZATION, ESTABLISHMENT OF DEEP FOUNDATIONS, CONCRETE SLABS AND PAVEMENTS, SURFACE DRAINAGE, CEMENT TYPE AND CORROSION MEASURES, EROSION CONTROL, SHORING AND INTERNAL BRACING, AND PLAN REVIEW.
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MM 4.8-1: NOISE ATTENUATION DEVICES SHALL BE USED ON ALL CONSTRUCTION EQUIPMENT,  NOISE ATTENUATION DEVICES SHALL BE USED ON ALL CONSTRUCTION EQUIPMENT, AND CONSTRUCTION STAGING AREAS SHALL BE LOCATED AS FAR AS POSSIBLE FROM ANY RESIDENCES OR OTHER NOISE SENSITIVE RECEPTORS.
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MM 4.13-2: INDIVIDUAL DEVELOPMENT PROJECTS WITHIN THE DOWNTOWN SPECIFIC PLAN AREA  INDIVIDUAL DEVELOPMENT PROJECTS WITHIN THE DOWNTOWN SPECIFIC PLAN AREA WILL REQUIRE CONNECTIONS TO EXISTING WATER, SEWER, AND UTILITY LINES IN THE CITY AND MAY REQUIRE CONSTRUCTION OF NEW WATER PIPELINE FACILITIES. ALL CONNECTIONS TO EXISTING WATER AND WASTEWATER INFRASTRUCTURE WILL BE DESIGNED AND CONSTRUCTED PER THE REQUIREMENTS AND STANDARDS OF THE CITY OF HUNTINGTON BEACH PUBLIC WORKS DEPARTMENT. CONNECTIONS TO ANY OCSD SEWER LINE SHALL BE DESIGNED TO OCSD STANDARDS. SUCH INSTALLATION SHALL BE COORDINATED, REVIEWED, AND APPROVED BY THE APPROPRIATE CITY DEPARTMENTS AND APPLICABLE AGENCIES.
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MITIGATION MEASURE NOTES:
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BENCHMARK: HB-266-89
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DESCRIBED BY OCS 1989 AT THE NORTHERLY PORTION OF THE INTERSECTION OF LAKE STREET AND ATLANTA AVENUE AND ORANGE AVENUE, IN HUNTINGTON BEACH, SET AT THE SOUTHEASTERLY CORNER OF A 4.5 FT. BY 22 FT. CATCH BASIN, 56.3 FT. NORTHWESTERLY OF THE CENTERLINE PROD OF LAKE STREET, 36.3 FT. NORTHEASTERLY OF THE CENTERLINE OF ORANGE AVENUE, 4 FT. BEHIND CURB FACE. ELEVATION = 34.572 FEET (NAVD88), 2005 YEAR LEVELED34.572 FEET (NAVD88), 2005 YEAR LEVELED, 2005 YEAR LEVELED
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THESE QUANTITIES DO NOT INCLUDE ANY LOSSES DUE TO DEMOLITION, SHRINKAGE, OVEREXCAVATION, OR ANY SPECIAL CONDITIONS OR REQUIREMENTS THAT MAY BE SPECIFIED IN THE PRELIMINARY SOILS REPORT. THESE QUANTITIES ARE FOR PERMIT PURPOSES ONLY. ALL CONTRACTORS BIDDING ON THIS PROJECT SHOULD MAKE THEIR OWN DETERMINATION OF EARTHWORK QUANTITIES PRIOR TO SUBMITTING A BID.
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LOCATION OF EXISTING UTILITIES WERE DETERMINED BY RECORD INFORMATION AND A VISUAL FIELD SEARCH EXACT LOCATION SHOULD BE DETERMINED BY A CONTRACTOR
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AS-BUILT : THE UNDERSIGNED STATES THAT ALL IMPROVEMENTS SHOWN HEREIN HAVE BEEN CONSTRUCTED IN SUBSTANTIAL CONFORMANCE WITH THE DIMENSIONS, LINES AND ELEVATIONS INDICATED.    DANIEL RUBIO,        R.C.E. 60934      DATE R.C.E. 60934      DATE    DATE EXP. 9/30/21
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CUP 17-008, CDP 17-003, SPECIAL PERMIT NO. 17-001
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MM 4.13-1: TO ENSURE THAT THERE ARE NO ADVERSE IMPACTS ASSOCIATED WITH THE FUTURE  TO ENSURE THAT THERE ARE NO ADVERSE IMPACTS ASSOCIATED WITH THE FUTURE TO ENSURE THAT THERE ARE NO ADVERSE IMPACTS ASSOCIATED WITH THE FUTURE DOWNTOWN SPECIFIC PLAN DEVELOPMENT PROJECTS DURING CONSTRUCTION, APPLICANT/DEVELOPER/BUILDER/CONTRACTOR SHALL COORDINATE WITH UTILITY AND SERVICE ORGANIZATIONS PRIOR TO THE COMMENCEMENT OF CONSTRUCTION. A SEPARATE WATER SUPPLY ASSESSMENT WILL BE REQUIRED FOR INDIVIDUAL PROJECTS AT THE TIME THE PROJECT IS SUBMITTED TO THE CITY. A SEPARATE WATER SUPPLY ASSESSMENT WILL BE REQUIRED FOR INDIVIDUAL PROJECTS AT THE TIME THE PROJECT IS SUBMITTED TO THE CITY.
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MM 4.13-3: ALL CONNECTIONS TO EXISTING POTABLE WATER AND SEWER INFRASTRUCTURE  ALL CONNECTIONS TO EXISTING POTABLE WATER AND SEWER INFRASTRUCTURE ALL CONNECTIONS TO EXISTING POTABLE WATER AND SEWER INFRASTRUCTURE SHALL BE DESIGNED AND CONSTRUCTED PER THE REQUIREMENTS AND STANDARDS OF THE CITY OF HUNTINGTON BEACH PUBLIC WORKS DEPARTMENT. THE POINTS OF CONNECTION FOR ALL APPLICABLE WATER AND SEWER LINES WILL NEED TO BE IDENTIFIED AND AGREED TO BY THE CITY ENGINEER OF THE CITY OF HUNTINGTON BEACH PRIOR TO THE START OF DEVELOPMENT AND ANY PROJECT CONSTRUCTION.
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1.	CONTRACTOR TO APPLY AND OBTAIN A HAUL ROUTE PERMIT FOR THE EXPORT AND IMPORT CONTRACTOR TO APPLY AND OBTAIN A HAUL ROUTE PERMIT FOR THE EXPORT AND IMPORT OF MATERIAL FROM CITY OF HUNTINGTON BEACH PUBLIC WORKS, CALL (714) 536 5431.
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